210 PRO CABINET

221-7500-000

The 210 PRO Cabinet features two Fender Special
Design Eminence® 10" cast-frame drivers and a
compression driver horn. The 210 was designed to
work as a stand-alone cabinet for medium volume gigs
or as part of a larger component system. Pair it with a
115 PRO cabinet for the HUGE sound you're looking
for! The 210 PRO comes complete with carpet,

stacking corners and a metal grill. The back plate
has Speakon®, 1/4" and banana plugs, making the
210 PRO compatible with most any head. 700 Watts
program, 350 Watts continuous @ 8 Ohms.

16.5" Hx 25.5” Wx 18.5" D, 61 Ibs.

400 PRO HD HEAD

224-5600-010

All the features of the 400 PRO Combo in

a head version ready to be paired with your
favorite cabinets. This amplifier produces
500 Watts @ 2 Ohms. A baby brother to the
800 PRO head (with an identical pre-amp),
the 400 PRO head gives you all of the same
great tone at a medium power level. The
new Fender® RT-1000 tuner now ships rack
mounted in the 400 PRO head.

400 PRO pre-amp specs:

e -6db input switch (for active basses)

e Preamp Gain control (with Clip Light
indicator)

e Room Balance control (shifts entire EQ
curve to compensate for different room
acoustics)

e Enhance switch (provides two distinct
voicings)

o Active five-band EQ (Three-band
Semi-parametric) +/- 15db cut/boost
with center detent knobs

e EQ Gain control (global level for three
band semi-parametric EQ) +/- 12db

e Footswitch (included) toggles the
Semi-Parametric EQ on/off

e Compressor (fixed threshold, adjustable
ratio)

e Power amp Clip Light indicator

e Mute switch

400 PRO back panel and power amp

specs:

e Produces 350W @ 4 Ohms
(500W @ 2 Ohms)

e Balanced XLR with Ground lift & Level
(pre or post EQ assignable)

o Effects Loop

e Tuner Out (use with Mute for silent
tuning)

® Fan cooled (variable speed)

e Footswitch input (One-button
footswitch included)

7" Hx 23" Wx 15.5" D, 42 Ibs.

115 PRO CABINET

221-7700-000

If you're looking for that big and warm sound that only

a 15" speaker can deliver, look no further than the 115
PRO cabinet. Beyond the low thud of a strong 15, this
cabinet is extremely articulate and sensitive. Featuring a
cast-frame Fender Special Design Eminence® 15" driver
and a compression driver horn housed in a carpet-covered
cabinet complete with stacking corners, a metal grill,
removable casters, Speakon®, 1/4” and banana plugs
—the 115 PRO means business! 700 Watts program, 350
Watts continuous @ 8 Ohms.

18.5” Hx 25.5” Wx 18.5" D, 64 Ibs.
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PROFESSIONAL SERIES

FENDER BASS AMPLIFIERS




THE BASSMAN LINE WAS DESIGNED
FOR PLAYERS OF ALL LEVELS WHO
REQUIRE A FULL-FEATURED, MEDIUM-
POWER BASS AMP THAT IS EASY

TO GRAB AND GO! THE BASSMAN ;
LINE HAS ALL THE FEATURES A ’
PLAYER NEEDS FOR PERFORMING,
REHEARSING AND RECORDING

IN A PACKAGE THAT SOUNDS
UNBELIEVABLE!

EENDER

S Rl i

THE BASSMAN 250 WATT PLATFORM ‘
IS AVAILABLE AS A HEAD OR AS A ‘
COMBO 1X15 AND 2X10 VERSIONS

BASSMAN 250 HEAD

234-5900-010

55" HX23” WX 14.4” D, 29 LBS.

BASSMAN CABINETS

The Bassman 410 and 115 cabinets were designed to
sound tight and punchy with a narrow depth allows for

easy loading even when you are alone. With PRO features
including removable casters, spring loaded handles and
Fender® Special Design Eminence® speakers, these cabinets
deliver great bass tone in a package both portable and
powerful!

BASSMAN 410

234-7000-000

Jtlll’.fﬁ-\“-n

e

700 Watts program/350 Watts continuous @ 8 Ohms. I

i |:
25" Hx 23" Wx 14.5" D, 71 Ibs. FH J('I

BASSMAN 115

234-7200-000

500 Watts program/250 Watts continuous @ 8 Ohms.

20.75" Hx 23" W x 14.5" D, 54 Ibs.

IF YOU WANT THE POWER OF A FULL STACK
MOVING PLENTY OF AIR, COMBINE THE
BASSMAN 250 HD WITH THE BASSMAN

410 AND 115 CABINETS FOR A RIG THAT
SOUNDS LIKE A MILLION BUCKS!

For more information and specifications, visit www.fender.com.
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BASSMAN 250/210 COMBO

234-5700-010

23.15" Hx 23" W x 14.25” D, 63 Ibs.

BASSMAN 250/115 COMBO

234-5500-010

25.25" Hx 23” W x 14.4" D, 63 Ibs.

=

BASSMAN® 250 COMBOS

The pre-amp of the 250 provides a very similar sound and feature
set as the 400/800 PRO series heads in a medium power format
best suited for club sized venues. With features including a
Compressor (evens out right-hand attack), Room Balance (a global
EQ tilt to dial in the room), and Contour (for quickly tweaking finger-

style vs. slap-style tone), tonal control is complete without being
confusing.

The Bassman 250 combos are designed to deliver the full 250 Watts
(@ 4 Ohms) internally to their Fender® Special Design Eminence®
drivers without requiring an external speaker cabinet. A compression
driver horn with full attenuator helps dial in just the right amount

of top end. Real wood cabinets have resonance and are light. Add
the spring-loaded handles and removable casters and you are ready
to grab and go without sacrificing tone. With external access to the
internal speaker jack, you can unplug the internal speaker and give
all 250 Watts to an external cabinet. Designed to be portable, yet
loud enough for gigging, all Bassman models have a high quality
XLR output great for recording or amplifying a live signal. The 2x10
combo feels punchy and quick with great presence while the 1x15
has a certain depth that sounds full and warm.

www.fender.com

BASSMAN SERIES
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BASSMAN 150

234-5300-010

21" Hx 19.5” Wx 17.5” D, 39 Ibs.

L

®

17" Hx 15" Wx 14.5" D, 25 Ibs.

UMBLE

RUMBLE 15

231-5300-010

e 15 Watts through 8” speaker
e CD input

145" Hx 13.5” Wx 9.5” D, 19 Ibs.

RUMBLE 25

231-5400-010

e 25 Watts through 10” speaker
e On-board Effects Loop

BASSMAN 100 p

234-5100-010

BASSMAN 100 & 150 COMBOS

The Bassman 150 and 100 combos are small packages that deliver
huge tone! Their tilt-back design allows for better signal monitoring
in close quarters. With full power being delivered internally and a
built in horn attenuator, these combos are equally at home with

an upright or an electric bass. Fender® Special Design Eminence®
speakers ensure great tone for practice, rehearsals, live gigs and
studio recordings. You won’t believe your ears!

The Bassman 150 and 100 combos feature:

Full power internally (150/100 Watts)

Fender Special Design Eminence PRO speakers
Compression driver horn with attenuator switch
(FULL/-6dB/OFF)

Semi-parametric mid range controls

Contour control (for scooping mid-range frequencies)
Compressor (150 only)

FX loop

Aux input (for CD player input)

Headphone input (silent practice)

Tuner Out (press MUTE to tune in silence)

XLR with Pre/Post, Ground lift and Level control
Wood cabinet

Tilt-back design

=
A IR

RUMBLE 60

231-5500-010

e 60 Watts through 12" speaker
e Four-band EQ and Line Out jack

22.25" Hx 18.75" W x 12.25” D, 46 Ibs.

17.5”" Hx 15” Wx 10.25" D, 32 Ibs.
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BASSMAN SERIES, RUMBLE SERIES

RUMBLE 100/210

231-5700-000

\
New for 2006, the Rumble 100/210 is inspiringsto.play and very easy to use. With
identical features as the Rumble 100 (1x15") and 100 Watts of power delivered to
two Fender Special Design 10” speakers and a horn, the 2x10 provides a mid range
presence that cuts through the mix with urgency and quickness bass players love.
21.5" Hx 24" W x 14.5" D, 64 Ibs.

FENDER BASS AMPLIFIERS

THE RUMBLE SERIES HAVE BECOME THE
STANDARD FOR AFFORDABLE BASS COMBOS — e —

WITH THEIR INCREDIBLE COMBINATION OF i"{;

GOOD LOOKS AND GREAT TONE. SPORTING AN F:" : o
FENDER® SPECIAL DESIGN SPEAKERS, CARPET B & £ S L R
COVERING, PLASTIC OVERSIZED CORNER e pasm RIS

PROTECTORS, A HEAVY-DUTY METAL GRILLE

AND OUR UNIQUE RED “STAGE LIGHT,” THESE
MODELS WERE DESIGNED TO INSPIRE WITHOUT
BREAKING THE BANK. WHETHER IT'S YOUR
FIRST, OR A CONVENIENT SECONDARY AMP,
THERE IS A RUMBLE FOR YOU! WITH OUR FIVE- |
YEAR WARRANTY, THE RUMBLE SERIES HAS
REDEFINED BASS AMPLIFIER EXPECTATIONS OF
BASS HOPEFULS WORLDWIDE.

RUMBLE 100/115 ™

231-5600-010

100 Watts through 15" speaker and horn

Bass, Treble and two mid controls

Mid Scoop for slap style playing ™
EQ input, Headphone out
XLR output jack, effects loop
Removable caster wheels e
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25" Hx 21" Wx 13” D, 60 Ibs. J'



LOUD AND CLEAR FOR 60 YEARS!

FOR 60 YEARS, FENDER HAS PROVIDED SOUND SOLUTIONS FOR YOUR
AMPLIFICATION NEEDS. WHETHER IT'S A GARAGE BAND PRACTICE, ROCK

® GONCERT, CORPORATE PRESENTATION, OR A SCHOOL, CHURCH OR FAMILY
FUNCTION — FENDER AUDIO HAS THE EQUIPMENT TO MAKE YOU SOUND
YOUR BEST. FOCUS ON YOUR DELIVERY. BE CONFIDENT IN YOUR APPROACH,

RELAX AND LET US TAKE CARE OF THE REST. ... LOUD AND CLEAR?
DI

Leading the way
i
sound syst y in portable ay

€MS are everythi
PA. Take an easy—to—useyt?tjﬂ
the Spirit Of Rock-N-Rjje
Passport black suitcas,
—Yyou're ready to go!

dio, Passport Deluxe
8 You need in a portable
-featured PA, give it
» Put it in the patented
e-style package and “voily”

R— Egzzpsgtefkiluze Systems begin with their
N 2 L I aesigns.
L : Array (DSA) of the po-isi) ghSDDS,uxe Speaker
- ik clean sound that cover: -250 provides pure,

e . IS @ broad areg. Th -
es things further with jts Neo—Precisiore1®Pste5a(i<o
er

» d . .
; €sign that rocks with jts powerful, clear sound

" To top everythi
o ything off, the Pags
- ! O
P L . Systems are duraple, The port Deluxe soung

2 NEW! PD-500

069-1007-000

Designed to rock, the PD-500 is the next evolution in

- portable PA solutions. The PD-500 features an eight-channel
mixer, patented Feedback Killer™, 48-volt phantom power,
| e —riian selectable digital effects and a 500-Watt class D stereo
k HTiEne fr: power amp. PD-500 speaker cabinets feature Neo-Precision®
[ —— | P neodymium speakers designed by Celestion® for superior
I 29 | et musical performance and decreased weight. The Neo-
e - : Precision speaker design features two 8" woofers and one
S i 4 ; : titanium compression driver and horn per cabinet. Weighing
= r HH in at a mere 53 Ibs., the PD-500 is the top contender in
et i T bk portable PA solutions.
TR s
AR A A A } Docking Connector for Passport Wireless Receiver
_. ...".' F : : : Eight Channel Mixer
'.'..'.. ‘ > . Microphone Channels 1-6 Controls; Level, FX send,
b dah o doh Aok Aok e nanet H Monitor, Pan, Treble, Bass, 20dB Pad
o008 .' j iaiea 3 Line Channels 7-8 Controls; Level, FX send,
..."'.' ] 5 Monitor, Balance, Treble, Bass, Mono

Monitor Out (1/4”) with level control

Tape Out (Dual RCA® jacks) with level control
Selectable digital effects with Master level control
Patented one-button Feedback Killer eliminates
feedback on all channels

500 Watt Stereo Class D power amp for reduced
weight

Neo-precision® speaker design for high output and
musical sound featuring in each speaker cabinet:

L : = b THH
‘x\\% : — Two Celestion® 8” Neodymium woofers
b
S, N

UU(JUUQ!}Q

¢
56 o @ = |

§

— One Celestion® titanium compression driver
35mm (1 3/8") Stand Adapters built in each

speaker cabinet
Two P-51 Mic Kits (with mic clips, cables

- . and individual carrying pouches)
g N Two 6.9 meter NL4 Speaker Cables
1& ' 53 Ibs.

B S &y Detachable IEC Power Cable

Switchable voltage power supply



www.fender.com

PD-250 »

069-2001-003

Featuring a 6 channel mixer, 250 Watt stereo
power amp and specialized DSA speaker design,
the PD-250 provides powerful and full sound in

a portable and easy to use design. If it's a coffee
shop performance or for a company event, the PD-
250 is great in any situation where quality sound is
needed.

e Perfect for groups ranging from 300-500 people
in size.
Black luggage style molded case that protects the
product during transportation from physical
damage and the elements.
55 Ibs.
Six input mixer: Four mic/line Two mono/stereo
Operates on AC or with Passport DC power
accessories
250 watts (125 per channel) stereo
Digital Reverb
Proprietary DSA speaker design featuring two
5.5" woofers and dual arrayed 2.75" tweeters per
cabinet.
Two P-51 microphones (with mic clips, cables
and individual carrying pouches)
Two 20’ Speaker Cables
Compatible with Passport wireless accessories
Switchable voltage power supply

PASSPORT

FENDER AUDIO

PD-150 Dp

069-2005-003

e Four input mixer:
— Three mic/line
— One stereo/line
Vocal Input Priority function (Channel
one only)
Digital Reverb
Stereo 150 Watts (75 per side)
Proprietary DSA speaker design
featuring three custom speaker drivers
per cabinet
One P-51 Mic Kit (with mic clip, cable
and individual carrying pouche)
Speaker cables
28 |bs.
Operates on AC or with optional DC
accessories
Operates with all Passport Wireless
accessories
Switchable voltage power supply
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P-250

069-1002-003

The Passport® P-250 was the first of its kind — a portable
PA that's easy to use and has a patented snap together
feature that protects itself during transportation. There is
a reason why the Passport name is number one in portable
PA! The P-250 features a 6 channel mixer, 250 Watt
stereo power amp and specialized all range drivers that cut
through back ground noise. Because of this feature the P-
250 is the perfect amp for any application where you need
your message to be heard - presentations, political events,
education, military and law enforcement uses.

e Perfect for groups ranging from 300-500 people in size.
e Gray luggage style molded case that protects the
product during transportation from physical damage
and the elements.
53 Ibs.
Six input mixer: Four mic/line Two mono/stereo
Operates on AC or with Passport DC power accessories
250 watts (125 per channel) stereo
Digital Reverb
All range speaker design featuring four 6” drivers per
cabinet.
Two P-51 microphones (with mic clips, cables and
individual carrying pouches)
Two 20’ Speaker Cables
Compatible with Passport wireless accessories

<
P-150

069-1006-003

The P-150 is a great all around portable PA system. Using
the all range speaker design of the P-250, the P-150 is
small enough to carry and provides huge sound. The P-
150 features a 4 channel mixer, 150 Watt stereo power
amp. Weighing just 26 Ibs, the P-150 is perfect for small
to medium presentations, schools & church programs.

e Perfect for groups up to 300 people in size.
Gray luggage style molded case that protects the
product during transportation from physical damage
and the elements.
26 Ibs.
Four input mixer: Three mic/line One mono/stereo
Operates on AC or with Passport DC power accessories
150 watts (75 per channel) stereo
Digital Reverb
All range speaker design featuring two 6" drivers per
cabinet.
One P-51 microphone (with mic clips, cables and
individual carrying pouches)
Two 20’ Speaker Cables
Compatible with Passport wireless accessories
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P-80

069-1003-000

The award-winning Fender® Passport® P-80 portable
sound system is packed with easy to use features at an
easy to handle price. At a light 27.5 Ibs, it’s easy to carry
and makes setup a snap. Whether you are speaking at a
religious engagement, holding a seminar or teaching in
the classroom — the Passport P-80 provides dependable
high quality sound so you can deliver your message to
audiences of up to 150 people in size.

PASSPORT

& * Three Input Mixer: Two mic/line One mono/line

e Vocal Input Priority function (Channel One only)

¢ Digital Reverb

* Mono 80 watts RMS

* Two 6.5"” high-output, all range speaker drivers per
cabinet

e [ncludes: One P-51 microphone kits Speaker cables
o 27 Ibs.

® Operates on AC or DC accessories

e Operates with all Passport Wireless accessories

FENDER AUDIO

1270P A

071-1271-010

P-10

Great for hot spot monitor, the 1270P is a 100 Watt powered (bi-amped) 10", 069-1110-000

two-way monitor. Includes mic/line inputs, tone control, preamp out and power

amp in connections, and full-time 15v DC phantom power. This highly portable, personal sound system is ideal for
paging applications, tour guides, classroom and day-

1 270 care activities, crowd communications and all situations

where you need to raise the volume of your voice to
communicate effectively with a crowd or small audience.
The systems are battery powered and weigh only 6.5 Ibs.
10", two-way 400W peak/200W program @ 8 Ohms. Wired (P-10) and wireless (P-10W) models are available.
Comes complete with a dynamic microphone and 3’
coiled cable, battery charger and shoulder strap. The P-
10 also features a built-in mic stand adapter.

4 P-10W

069-1120-00x

071-1270-100

Comes complete with a built-in wireless receiver

and hand-held wireless cardioid, electret condenser
microphone, battery, charger and shoulder strap. The P-
10W also features a built-in mic stand adapter.

“x" represents available wireless frequencies.
(001) Travel “A” = 169.505mHz
(002) Travel “B” = 171.905mHz
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INMOVATIVE AUDIO FOR PLASMA MONITORS

‘\ Improve the effectiveness of your Plasma and LCD

displays by offering great sound with Passport® PDP

Display Speakers! PDP speakers are finished in black
or silver brushed aluminum, and are available in three
configurations: as a passive pair of speakers to be used
with displays that have built-in amplifiers, as a powered
pair of speakers to be used with displays where an
external amplifier is required, or include the PDP-S50
powered sub to enhance the lower frequencies of your
system. It's high time your displays sound as great as
they look!

e,

PDP-1 (PASSIVE SPEAKERS)

Silver: 069-5000-000, Black: 069-5001-000

The PDP Speakers are designed to augment the audio for
PDP and LCD displays. With either black or silver brushed
aluminum extrusion cases, the PDP speakers match all
brands and colors of displays.

Cabinet made from anodized extruded aluminum

Metal/scrim front speaker grille

Metal rear jack plate

Two injection molded plastic end caps

Two 25 mm (1") high frequency drivers (tweeters)
Two 100 mm (4") low frequency drivers (woofers)
Wall-mounting bracket

Two-way passive crossover filter

Frequency response 150-20KHz

Binding post type speaker input terminals

.
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PDP-125 (ACTIVE SPEAKERS)

Silver: 069-5010-000, Black: 069-5011-000

e The PDP-125 speakers have all the features of the
PDP-1 speakers plus an internal stereo 20-Watt
power amp
One 3.5 mm and dual RCA® input jacks
Dual push type speaker output terminals
Master volume control

PDP-S50 (POWER SUB)

Silver: 069-5020-000
Black: 069-5021-000

One high-efficiency 10" woofer
Frequency response 45-150Hz
Laminated cabinet constructed from MDF
Metal/scrim front speaker grille

One (1) stereo 1/8” input cord

50-Watt power amp

A variety of connections for versatility

v

www.fender.com

PASSPORT

FENDER AUDIO



FENDER® DUAL DECK
PLAYING CARD TIN SET

099-9526-000

STOP BY YOUR LOCAL FENDER DEALER TODAY

FOR ALL YOUR FENDER CLOTHING AND COLLECTIBLE NEEDS, %C{‘EA
OR VISIT OUR ONLINE STORE AT WWW.FENDER.COM

www. fender.com
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